
GENERAL NOTES

1. THE REQUIREMENTS OF THE CONTRACT DOCUMENTS INCLUDE FURNISHING ALL 

LABOR AND MATERIALS TO COMPLETE THE PROJECT AS DESCRIBED BY THE 

DOCUMENTS.  THE CONTRACT DOCUMENTS SHALL INCLUDE THE 

OWNER/CONTRACTOR AGREEMENT, GENERAL CONDITIONS, THE DRAWINGS, 

SPECIFICATIONS, AND ALL ADDENDA AND REVISIONS.  UNLESS OTHERWISE 

AGREED TO THE GENERAL CONDITIONS SHALL BE AIA DOCUMENT A201, LATEST 

EDITION.

2. ALL WORK SHALL MEET OR EXCEED ALL APPLICABLE CODES, REGULATIONS, 

ORDINANCES, ETC. OF THE AUTHORITY HAVING JURISDICTION AND SHALL 

CONFORM WITH THE RULES AND REGULATIONS OF OSHA.  UNLESS OTHERWISE 

AGREED TO, THE CONTRACTOR SHALL BE RESPONSIBLE FOR FILING, 

PURCHASING AND OBTAINING ALL REQUIRED PERMITS, INSPECTIONS, AND 

FINAL WRITE-OFFS AT THE PROJECT COMPLETION.   THE CONTRACTOR SHALL 

ARRANGE FOR ALL INSPECTIONS NECESSARY TO OBTAIN A CERTIFICATE OF 

OCCUPANCY.

3. THE CONTRACTOR SHALL VISIT AND EXAMINE THE PROJECT SITE TO BECOME 

FAMILIAR WITH ALL EXISTING CONDITIONS.  THE CONTRACTOR SHALL REVIEW 

THE CONSTRUCTION DOCUMENTS AND VERIFY DIMENSIONS AND ACTUAL FIELD 

CONDITIONS.  ANY CONFLICTS/OMISSIONS OR DISCREPANCIES BETWEEN THE 

ACTUAL FIELD CONDITIONS AND THE CONSTRUCTION DOCUMENTS, OR ANY 

DISCREPANCIES WITHIN THE CONSTRUCTION DOCUMENTS THEMSELVES, SHALL 

BE BROUGHT TO THE ATTENTION OF THE ARCHITECT, IN WRITING, THREE (3) 

BUSINESS DAYS BEFORE RETURN OF BID.  DRAWINGS OF EXISTING CONDITIONS 

ARE BASED UPON EXISTING BUILDING DRAWINGS OBTAINED THROUGH THE 

OWNER AND ON LIMITED FIELD OBSERVATION BY THE ARCHITECT.  ACTUAL 

FIELD CONDITIONS MAY VARY FROM THAT SHOWN IN THE CONSTRUCTION 

DOCUMENTS. 

4. ANY CONFLICTS FOUND IN THE CONSTRUCTION DOCUMENTS OR ANY 

APPARENT ERRORS OR OMISSIONS SHALL BE BROUGHT TO THE ATTENTION OF 

THE ARCHITECT.  IN INSTANCES OF CONFLICT BETWEEN THE ARCHITECTURAL 

DRAWINGS AND THE ENGINEERING DRAWINGS FOR LOCATIONS OF MATERIALS 

AND EQUIPMENT, THE ARCHITECTURAL DRAWINGS SHALL TAKE PRECEDENCE.  

FOR DISCREPANCIES NOT BROUGHT TO THE ATTENTION OF THE ARCHITECT IT 

WILL BE ASSUMED THAT THE CONTRACTOR HAS BID THE MORE EXPENSIVE 

METHOD OF CONSTRUCTION.

5. PRIOR TO COMMENCEMENT OF WORK THE CONTRACTOR SHALL VERIFY THAT 

THEIR DRAWINGS AND SPECIFICATIONS ARE THE LATEST ISSUE.

6. DO NOT SCALE DRAWINGS. IF ADDITIONAL INFORMATION OR DIMENSIONS ARE 

REQUIRED, CONTACT THE ARCHITECT.   DIMENSIONS NOTED AS (+\-) OR "FIELD 

VERIFY" ARE DIMENSIONS THAT MUST BE CONFIRMED IN THE FIELD.  ALL 

DIMENSIONS INDICATED ON THE DRAWINGS ARE FROM FINISHED FACE TO 

FINISHED FACE U.N.O.: 

7. ALL EXISTING ITEMS NOT SHOWN OR NOT INDICATED AS PART OF THE WORK 

ARE TO REMAIN.  

8. ALLOW FOR PATCHING AND MISCELLANEOUS REPAIR WORK TO TIE NEW WORK 

INTO OLD.  PATCHED SURFACES SHALL MATCH EXISTING AND MAINTAIN STC 

AND UL FIRE RATINGS, V.I.F.  WHERE EXISTING SURFACES ARE PATCHED, THE 

ENTIRE SURFACE - NOT ONLY THE PATCH - SHALL BE REFINISHED.   PATCH, REPAIR 

AND PAINT ALL EXISTING WALLS TO REMAIN AS REQUIRED BY THE 

CONSTRUCTION, BY DAMAGE DURING CONSTRUCTION, AND BY THE SCOPE OF 

WORK.

9. THE CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS, 

TECHNIQUES, SEQUENCE, PROCEDURES, AND COORDINATION OF ALL WORK 

PERFORMED UNDER HIS SUPERVISION INCLUDING WORK PERFORMED BY HIS 

SUBCONTRACTORS.

10. ALL ITEMS REQUIRED BY THESE DRAWINGS BUT NOT SPECIFIED SHALL MATCH 

BUILDING STANDARD. 

11. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN THE NECESSARY 

COVERINGS, BOARDS, TEMPORARY PARTITIONS, AND DOORS AS REQUIRED TO 

PROTECT NEW AND EXISTING WORK, MATERIALS, AND FINISHES ALREADY IN 

PLACE.  ANY AREAS IN THE BUILDING DAMAGED DURING CONSTRUCTION 

SHALL BE REPAIRED TO THEIR ORIGINAL CONDITION BY THE CONTRACTOR AT 

THEIR EXPENSE.  

12. NO WORK AND/OR CONSTRUCTION OPERATIONS SHALL BE PERFORMED THAT 

WILL UNDERMINE THE STRUCTURAL INTEGRITY OF THE BUILDING.  THE 

CONTRACTOR WILL BE RESPONSIBLE FOR ADEQUATELY BRACING AND 

PROTECTING THE WORK DURING CONSTRUCTION AGAINST DAMAGE, 

BREAKAGE, COLLAPSE, DISTORTION, AND/OR MISALIGNMENT IN 

ACCORDANCE WITH ALL APPLICABLE CODES, STANDARDS, AND GOOD 

PRACTICE.

13. THE CONTRACTOR SHALL VERIFY AND COORDINATE ALL FIELD CONDITIONS 

AND LAYOUT THE PROPOSED PARTITIONS FOR REVIEW BY THE ARCHITECT AND 

OWNER/TENANT FOR GENERAL COMPLIANCE WITH THE DESIGN INTENT.  

INSTALLATION OF STUDS SHALL NOT PROCEED WITHOUT THIS REVIEW AND 

APPROVAL.   APPROVAL BY THE ARCHITECT AND OWNER/TENANT DOES NOT 

RELEASE THE CONTRACTOR FROM THE RESPONSIBILITY TO MAINTAIN CRITICAL 

DIMENSIONS AND CLEARANCES.

14. AFTER COMPLETION OF ALL WORK THE CONTRACTOR SHALL BE RESPONSIBLE 

FOR PROVIDING COMPLETE ARCHITECTURAL AND MEP AS-BUILT DRAWINGS.

15. ALL ABANDONED OR UNUSED EXISTING SWITCHES, PLUGS, OUTLETS, AND 

JUNCTION BOXES SHALL BE REMOVED AND HOLES PATCHED W/ GYP. BD. TO 

MATCH ADJACENT SURFACES.  NO BLANK COVERS WILL BE ACCEPTED.

16. SUBSTITUTIONS, REVISIONS, OR CHANGES MUST BE SUBMITTED TO THE 

ARCHITECT FOR REVIEW AND APPROVAL IN ACCORDANCE WITH 

SPECIFIED PROCEDURES PRIOR TO PURCHASE, FABRICATION, OR 

INSTALLATION. REQUESTS FOR SUBSTITUTION OF SPECIFIED ITEMS SHALL 

BE SUBMITTED WITHIN TEN (10) DAYS OF CONTRACT AWARD AND WILL 

BE CONSIDERED ONLY IF THE SUBSTITUTION ITEM PROVIDES EQUAL 

BETTER PERFORMANCE, HAS A MORE ADVANTAGEOUS DELIVERY DATE, 

AND WHERE THERE IS NO SACRIFICE IN QUALITY, APPEARANCE, OR 

FUNCTIONALITY.  IT IS THE SOLE DISCRETION OF THE ARCHITECT TO 

DETERMINE IF THE PROPOSED SUBSTITUTION IS ACCEPTABLE.

17.  FOR A PERIOD OF ONE YEAR FROM THE DATE OF CONSTRUCTION 

COMPLETION AND ACCEPTANCE BY THE OWNER, THE CONTRACTOR 

SHALL ADJUST, REPAIR, OR REPLACE, AT NO COST TO THE OWNER, ANY 

EQUIPMENT, MATERIALS, OR WORKMANSHIP FOUND TO BE DEFECTIVE.

18.  THE CONTRACTOR SHALL COORDINATE AND SCHEDULE WORK TO BE 

PERFORMED BY OTHERS AND SHALL COORDINATE EXACT LOCATIONS 

AND DO ALL NECESSARY CONSTRUCTION, CUTTING, FITTING, AND 

PATCHING THAT MAY BE REQUIRED TO FACILITATE THE WORK 

PERFORMED BY OTHERS AS INDICATED IN THE CONTRACT DOCUMENTS.

19. IDENTIFY ALL LONG-LEAD ITEMS THAT MAY ADVERSELY IMPACT THE 

CONSTRUCTION SCHEDULE.  BY TENDERING HIS BID  THE 

CONTRACTOR WARRANTS THAT ALL OF THE ITEMS SPECIFIED IN THE 

CONTRACT DOCUMENTS WILL BE READILY AVAILABLE AND THAT NO 

SUBSTITUTIONS WILL BE ALLOWED FOR AN ITEM THAT WAS NOT 

IDENTIFIED BY THE CONTRACTOR AS "LONG-LEAD" AT THE TIME OF 

BID SUBMISSION.

20. THE FOLLOWING LIST OF WORK ITEMS SHALL BE COORDINATED 

WITH THE OWNER:  SCHEDULING OF TIME AND LOCATIONS FOR 

DELIVERIES, COORDINATION OF BUILDING ACCESS, THE USE AND 

CLEARANCE OF AVAILABLE ELEVATORS.  THE CONTRACTOR SHALL 

DETERMINE THE EXTENT OF, MAKE ARRANGEMENTS FOR, AND 

INCLUDE IN THEIR BID FOR:  HOISTING, CARTING, ELEVATOR 

SERVICE STANDARD, AND OVERTIME SERVICES BY THE OWNER.

21.  WORK AREAS SHALL BE MAINTAINED IN A SECURE AND LOCKABLE 

CONDITION DURING CONSTRUCTION.  PROVIDE, WHERE 

NECESSARY, TEMPORARY LOCKABLE DOORS AND KEYS TO 

MAINTAIN CONSTANT ACCESS AND SECURITY FOR THE TENANT TO 

SPACES NOT UNDER CONSTRUCTION.  TO BE REVIEWED AND 

APPROVED BY THE TENANT PRIOR TO IMPLEMENTATION.

22.  ALL MANUFACTURED ARTICLES, MATERIALS, AND/OR EQUIPMENT SHALL BE 

INSTALLED CONNECTED, ERECTED, CLEANED, FINISHED, AND CONDITIONED PER 

MANUFACTURER'S INSTRUCTIONS BY THE APPROPRIATE SUBCONTRACTOR 

UNDER THE GENERAL CONTRACTOR'S SUPERVISION.  IN CASE OF A 

DISCREPANCY BETWEEN THE MANUFACTURER'S INSTRUCTIONS AND THE 

CONTRACT DOCUMENTS, THE CONTRACTOR SHALL OBTAIN CLARIFICATION 

FROM THE ARCHITECT PRIOR TO PROCEEDING WITH THE WORK.

23. IMMEDIATELY PRIOR TO THE OWNER'S OCCUPANCY  THE 

CONTRACTOR SHALL THOROUGHLY CLEAN ALL SURFACES OF DUST, 

DEBRIS, LOOSE CONSTRUCTION MATERIAL, AND SHALL LEAVE 

FLOORS VACUUMED AND CLEAN.  THE CONTRACTOR SHALL CLEAN 

WINDOWS, AND BLINDS (UNLESS PREVIOUSLY BAGGED) AND SHALL 

VACUUM THE INSIDE OF ANY INDUCTION UNIT ENCLOSURES OR 

OTHER EQUIPMENT AFFECTED BY CONSTRUCTION ACTIVITY.

24.  U.N.O. ALL ROOF PENETRATIONS SHALL BE ADEQUATELY PATCHED, 

FLASHED, AND SEALED IN ACCORDANCE WITH THE NATIONAL 

ROOFING CONTRACTOR'S ASSOCIATION'S (NRCA) GUIDELINES AND 

DETAILS, MOST RECENT EDITION AND AS REQUIRED TO MAINTAIN 

ANY EXISTING ROOF WARRANY.

25. WORK UNDER SEPARATE CONTRACTS: COOPERATE FULLY WITH 

SEPARATE CONTRACTORS SO WORK ON THOSE CONTRACTS MAY 

BE CARRIED OUT SMOOTHLY, WITHOUT INTERFERING WITH OR 

DELAYING WORK UNDER THIS CONTRACT OR OTHER CONTRACTS. 

COORDINATE THE WORK OF THIS CONTRACT WITH WORK 

PERFORMED UNDER SEPARATE CONTRACTS. OWNER WILL AWARD 

SEPARATE CONTRACT(S) FOR THE FOLLOWING CONSTRUCTION 

OPERATIONS AT PROJECT SITE THAT WILL BE CONDUCTED 

SIMULTANEOUSLY WITH WORK UNDER THIS CONTRACT: AV SYSTEM 

DESIGN AND INSTALLATION; TELEPHONE AND IT SYSTEM DESIGN 

AND INSTALLATION, SECURITY SYSTEM DESIGN AND INSTALLATION.

26. WORK AND EQUIPMENT PROVIDED BY OWNER. THE OWNER MAY 

FURNISH CERTAIN ITEMS OF EQUIPMENTS TO CONTRACTOR FOR 

INSTALLATION UNDER THIS CONTRACT. THESE ITEMS SHALL BE AS 

INDICATED ON DRAWINGS AND NUMBERED FOR IDENTIFICATION 

PURPOSES. CONTRACTOR SHALL PROVIDE IN CONTRACT PRICE OF 

SUM SUFFICIENT TO COVER COST OF SUCH INSTALLATION WHICH 

INCLUDES ROUGHING IN, UNLOADING, UNCRATING, STORING, 

PROTECTION, ASSEMBLING, SETTING IN PLACE AND MAKING FINAL 

CONNECTIONS TO EQUIPMENT BY OWNER.

ABBREVIATIONS

A AMP 

A/C AIR CONDITIONING 

ACM ASBESTOS CONTAINING MATERIAL

ACT ACOUSTIC CEILING TILE 

ADJ ADJUSTABLE 

AFF ABOVE FINISHED FLOOR 

AL (ALUM)    ALUMINUM 

ALT        ALTERNATE 

ANOD        ANODIZED 

AOW         AREA OF WORK

ARCH        ARCHITECT(URAL) 

AWG         AMERICAN WIRE GAUGE 

BD         BOARD 

BITUM        BITUMINOUS 

BLDG       BUILDING 

BLK(G)       BLOCK(ING) 

B.O.         BOTTOM OF

BRKR        BREAKER 

BRNG        BEARING 

BS         BOTH SIDES 

BW(EW)      BOTH WAYS 

CF          CUBIC FOOT 

CFM         CUBIC FEET PER MINUTE 

CJ         CONTROL JOINT 

CKT         CIRCUIT

CL          CENTER LINE  

CLG         CEILING 

CMU         CONCRETE MASONRY UNIT 

CO CONTRACTING OFFICER

COL         COLUMN 

CONC        CONCRETE 

CONT        CONTINUOUS, CONTINUE 

COR         CONTRACTING OFFICER 

             REPRESENTATIVE

COTR        CONTRACTING OFFICER  

            TECHNICAL REPRESENTATIVE

CT          CERAMIC TILE

CR         CARPET REDUCER 

CY         CUBIC YARD 

DEMO       DEMOLISH, DEMOLITION 

DF         DRINKING FOUNTAIN 

DR         DOOR 

DS         DOWN SPOUT 

DTL         DETAIL 

DWG        DRAWING 

E OR (E)    EXISTING 

E/R        EXISTING RELOCATED 

EA.         EACH 

EL          ELEVATION 

ELEC        ELECTRIC(AL) 

EQ          EQUAL 

ES          ELASTOMERIC SEALANT

ETR         EXISTING TO REMAIN 

EWC         ELECTRIC WATER COOLER 

EXH         EXHAUST 

EXIST EXISTING

EXT         EXTERIOR 

FD          FLOOR DRAIN 

FE          FIRE EXTINGUISHER 

FF          FINISHED FLOOR 

FL          FLOOR(ING) 

FLASH'G      FLASHING 

FLUOR       FLUORESCENT 

FOW         FACE OF WALL 

FP         FIREPROOF 

FRT         FIRE RETARDANT 

FTG         FOOTING 

GA         GAGE (GAUGE) 

GALV        GALVANIZED 

GB         GRAB BAR 

GC      GENERAL CONTRACTOR

GF GOVERNMENT FURNISHED

GFCI        GROUND FAULT 

            CIRCUIT INTERRUPT or 

GOVERNMENT FURNISHED 

CONTRACTOR INSTALLED

GI GOVERNMENT INSTALLED

GL         GLASS, GLAZING 

GOVT       GOVERNMENT 

GWB        GYPSUM WALL BOARD 

GYP.BD.     GYPSUM BOARD

HB         HOSE BIB 

HC         HOLLOW CORE 

HRDW       HARDWARE 

HM         HOLLOW METAL 

HOR (HORIZ) HORIZONTAL 

H.P.        HIGH POINT

HPL        HIGH PRESSURE LAMINATE 

HQS HEADQUARTERS

HT         HEIGHT 

HTG        HEATING  

HVAC       HEATING, VENTILATING 

& AIR CONDITIONING 

HWH        HOT WATER HEATER 

ID INSIDE DIAMETER 

INSUL     INSULATE(D), (ING) 

INT       INTERIOR 

KD       KNOCK DOWN FRAME 

LAM      LAMINATED 

LAV      LAVATORY 

LF       LINEAR FOOTAGE

L.P.      LOW POINT

M        METER 

MAS      MASONRY 

MAX      MAXIMUM 

MCB     MAIN CIRCUIT BREAKER 

MECH     MECHANIC(AL) 

MED      MEDIUM 

MFG      MANUFACTURE(R) 

MIN      MINIMUM 

MISC     MISCELLANEOUS 

MM      MILLIMETER 

MO      MASONRY OPENING 

MR      MOISTURE RESISTANT 

MTG     MEETING OR MOUNTING 

MTL (MET) METAL 

NIC      NOT IN CONTRACT 

NOM     NOMINAL 

NRC     NOISE REDUCTION COEFFICIENT 

NTS      NOT TO SCALE 

OC      ON CENTER(S) 

OD     OUTSIDE DIAMETER 

OPNG    OPENING 

OPP     OPPOSITE

OWSJ    OPEN WEB STEEL JOIST

PAI    PERMIT AUTHORIZING INDIVIDUAL 

PBD     PARTICLE BOARD 

PC      PRE-CAST

PH      PHASE 

PL.LAM.   PLASTIC LAMINATE 

PLAS.    PLASTER 

PLYWD   PLYWOOD 

PT      PRESSURE TREATED 

PNTD    PAINTED 

PVC    POLYVINYL CHLORIDE 

QT      QUARRY TILE 

R       RISER 

R&S     RAIL & STILE 

RAF     RAISED ACCESS FLOORING 

RD      ROOF DRAIN 

REINF    REINFORCE(D), (ING) 

REQ'D    REQUIRED 

RM      ROOM

RMV     REMOVE 

RO      ROUGH OPENING

RTU     ROOF TOP UNIT

SB      SPLASH BLOCK 

SC      SOLID CORE 

SF      SQUARE FOOTAGE

SHT     SHEET 

SIM     SIMILAR 

SPEC   SPECIFICATION(S) 

SQ     SQUARE 

SS     STAINLESS STEEL 

STC    SOUND TRANSMISSION COEFF. 

STD    STANDARD 

STL    STEEL 

STRUCT STRUCTURAL 

T      TREAD 

T&G    TONGUE AND GROOVE 

T.O     TOP OF  

TELE    TELEPHONE 

THK    THICK(NESS) 

TYP    TYPICAL 

UL     UNDERWRITER'S LAB

UNO    UNLESS NOTED OTHERWISE 

UON    UNLESS OTHERWISE NOTED 

USG UNITED STATES GOVERNMENT

VCT    VINYL COMPOSITE. TILE 

VERT   VERTICAL 

VIF    VERIFY IN FIELD

VTC VIDEO TELECONFERENCING

W     WIRE 

W/    WITH 

WC    WATER CLOSET 

WD    WOOD 

WIN    WINDOW 

WP    WATERPROOFING 

WWF   WELDED WIRE FABRIC
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1234
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1
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1

BUILDING
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DETAIL NUMBER

SHEET NUMBER

SIMILAR DETAIL

x REVISION SYMBOL

WALL OR PARTITION TO BE DEMOLISHED

(E) WALL OR PARTITION TO REMAIN

NEW WALL OR PARTITION

ALIGN SYMBOL

CL

[
PLH

−SR−

T

PL
@

ANGLE

CHANNEL

HUNG PLATE

DIAMETER

SURFACE-MOUNTED

RACEWAY

CENTER LINE

PERPENDICULAR

PLATE

AT EACH

SYMBOLS USED AS ABBREVIATIONS:

STATEMENT OF WORK
FOLLOWING IS AN OUTLINE OF THE SCOPE OF WORK: RENOVATION THE 4TH FLOOR, SUITE 

SUITE 400, PROPERTY LOCATED AT: 2041 MARTIN LUTHER KING JR. AVE. SE. WASHINGTON 

DC 20020.

RENOVATION INCLUDES RE-DISTRIBUTION OF OFFICES, WAITING ROOM & RECEPTION 

AREAS. TENANT BUILD-OUT INCLUDES ALL NEW PARTITIONS, CEILING AND LIGHTS, 

FLOORING, DOORS AND WALL TREATMENTS.

PROJECT IS A LEVEL II RENOVATION UNDER THE EXISTING BUILDING CODE

PROJECT DESCRIPTION
PROJECT NAME:        

PROJECT ADDRESS:   

DESCRIPTION

USE GROUP:         

CONSTRUCTION TYPE: 

NUMBER OF FLOORS:

AREA:  

SPRINKLERED SYSTEM:   

FIRE ALARM SYSTEM:   

STANDPIPES:

FINISH MATERIAL REQ.

GRADE PLANE:

FMCS TENANT FIT OUT            

2041 MARTIN LUTHER KING JR. AVE, SE WASHINGTON, DC 20020

TENANT BUILDOUT

B

IIB

1

3,045 SF

YES

YES

YES (SEE PLUMBING DRAWINGS)

WALLS AND CEILINGS: CLASS B, FLOOR CLASS B

ELEVATION

APPLICABLE CODES
• 2013 DCMR12A/CHAPTER 11

• 2011 NATIONAL ELECTRIC CODE

• 2012 INTERNATIONAL BUILDING CODE

• 2012 INTERNATIONAL ENERGY CONSERVATION CODE

• 2012 INTERNATIONAL GREEN CONSTRUCTION CODE

• 2012 INTERNATIONAL FIRE CODE

• 2012 INTERNATIONAL MECHANICAL CODE

• 2012 INTERNATIONAL EXISTING BUILDING CODE

• DC LAW 8-36 DISTRICT OF COLUMBIA

ENVIRONMENTAL POLICY ACT OF 1989

• DCMR TITLE 11 - ZONING REGULATIONS

• GREEN BUILDING ACT OF 2006

• DCMR 12K-2013 FOR GREEN COMPLIANCE

• 2010 AMERICANS WITH DISABILITIES ACT

• ICC/ANSI/117.1-2017

REVISIONS 

814 King Street, 3rd Floor

Alexandria, Virginia 22314

703.548.4405 t.

703.548.4910 f.

www.ritternorton.com
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DRAWING  LIST

0-GENERAL

A001 COVER SHEET

A002 CODE SHEET

A003 SPECIFICATIONS

A004 ENERGY VERIFICATION

1-ARCHITECTURE

A101 DEMOLITION PLANS

A103 CONSTRUCTION PLAN

A601 DOORS TYPES, SCHEDULE AND DETAILS

A104 NEW REFLECTED CEILING PLAN

A602 FINISH PLAN AND FINISH SCHEDULE

A501 ARCHITECTURAL DETAILS AND ELEVATIONS

A502 PARTITION TYPES AND DETAILS

A102 DEMO REFLECTED CEILING PLAN

2-MECHANICAL

M001 GENERAL NOTES SYMBOLS & ABBREVIATIONS

M101 4TH FLOOR DEMOLITION PLAN

M102 EXISTING PARTIAL ROOF PLAN

M201 4TH FLOOR NEW WORK PLAN

M501 DETAILS

M701 SCHEDULES & CONTROLS

3-ELECTRICAL

E001 GENERAL NOTES SYMBOLS AND ABBREVIATIONS

E101 DEMOLITION PLAN

E201 NEW WORK POWER AND DATA PLAN

E202 NEW WORK LIGHTING PLAN

E501 DETAILS

E601 RISER DIAGRAM AND PANEL SCHEDULES

E203 NEW WORK FIRE ALARM PLAN

E701 CODE COMPLIANCE

4- PLUMBING

P102 NEW WORK PLAN

P001 GENERAL NOTES SYMBOLS & ABBREVIATIONS

P100 DEMOLITION PLAN

P501 DETAILS SCHEDULES, AND RISER DIAGRAMS

VICINITY MAP
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STATEMENT OF WORK
FOLLOWING IS AN OUTLINE OF THE SCOPE OF WORK: RENOVATION THE 4TH FLOOR, SUITE 

SUITE 400, PROPERTY LOCATED AT: 2041 MARTIN LUTHER KING JR. AVE. SE. WASHINGTON 

DC 20020.

RENOVATION INCLUDES RE-DISTRIBUTION OF OFFICES, WAITING ROOM & RECEPTION 

AREAS. TENANT BUILD-OUT INCLUDES ALL NEW PARTITIONS, CEILING AND LIGHTS, 

FLOORING, DOORS AND WALL TREATMENTS.

PROJECT IS A LEVEL II RENOVATION UNDER THE EXISTING BUILDING CODE

PROJECT DESCRIPTION
PROJECT NAME:        

PROJECT ADDRESS:   

DESCRIPTION

USE GROUP:         

CONSTRUCTION TYPE: 

NUMBER OF FLOORS:

AREA:  

SPRINKLERED SYSTEM:   

FIRE ALARM SYSTEM:   

STANDPIPES:

FINISH MATERIAL REQ.

GRADE PLANE:

FMCS TENANT FIT OUT            

2041 MARTIN LUTHER KING JR. AVE, SE WASHINGTON, DC 20020

TENANT BUILDOUT

B

IIB

1

3,045 SF

YES

YES

YES (SEE PLUMBING DRAWINGS)

WALLS AND CEILINGS: CLASS B, FLOOR CLASS B

ELEVATION

EXITS

XXX

XX XX

REQUIRED NUMBER OF EXITS:

REQ. PROVIDED

1 1

EXIT ACCESS TRAVEL DISTANCE: # HERE # HERE

SYMBOL LEGEND

EXIT AS MARKED IN PLAN

# OF OCCUPANTS EXISTING

ACTUAL WIDTH OF EXIT (INCHES)

CODE-REQUIRED WIDTH OF 

EXIT (INCHES)

FIRE EXTINGUISHER

CEILING MOUNTED EXIT SIGNS

WALL MOUNTED EXIT SIGNS -

PERPENDICULAR

WALL MOUNTED EXIT SIGNS -

PARALLEL

APPLICABLE CODES
• 2013 DCMR12A/CHAPTER 11

• 2011 NATIONAL ELECTRIC CODE

• 2012 INTERNATIONAL BUILDING CODE

• 2012 INTERNATIONAL ENERGY CONSERVATION CODE

• 2012 INTERNATIONAL GREEN CONSTRUCTION CODE

• 2012 INTERNATIONAL FIRE CODE

• 2012 INTERNATIONAL MECHANICAL CODE

• 2012 INTERNATIONAL EXISTING BUILDING CODE

• DC LAW 8-36 DISTRICT OF COLUMBIA

ENVIRONMENTAL POLICY ACT OF 1989

• DCMR TITLE 11 - ZONING REGULATIONS

• GREEN BUILDING ACT OF 2006

• DCMR 12K-2013 FOR GREEN COMPLIANCE

• 2010 AMERICANS WITH DISABILITIES ACT

• ICC/ANSI/117.1-2017
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ROOFTOP BELOW

95' 8 1/2"
COMMON PATH OF TRAVEL

WAITING

401

KIDS

AREA

425A

LOBBY

425

POLICE

OFFICE

424

OFFICE

410

OFFICE

411

OFFICE

412

OFFICE

413

OFFICE

414

OFFICE

415

POLICE

OFFICE

#2

416

IT

CLOSET

422

BREAK

ROOM

423

COPY

ROOM

421

RECEPTION

420
OFFICE

419

OFFICE

418

OFFICE

417

CLOSET

421A

RR

416A

CLOSET

415A

CLOSET

426A

AREA OF
  WORK

CORE

ELEVATOR

LOBBY

400

EGRESS PLAN / ASSEMBLY

BUSINESS

ASSEMBLY

EXIT STAIR 1 EXIT STAIR 2

OCCUPAND LOADS
OCCUPANCY TYPE AREA OCCUPANTS

TOTAL

ASSEMBLY 226 SF 16

BUSINESS 2,652 SF 25

3,045 SF 45

STORAGE 167 SF 4

NOT IN SCOPE

AREA OF WORK

REVISIONS 

814 King Street, 3rd Floor

Alexandria, Virginia 22314

703.548.4405 t.

703.548.4910 f.

www.ritternorton.com
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OCCUPANCY
ROOM # ROOM NAME

ROOM AREA IN SQUARE
FEET Occupancy

Occupant Load
Factor

400 CORE ELEVATOR  LOBBY 205 SF

401 WAITING 226 SF ASSEMBLY 15 SF

410 OFFICE 132 SF BUSINESS 100 SF

411 OFFICE 150 SF BUSINESS 100 SF

412 OFFICE 147 SF BUSINESS 100 SF

413 OFFICE 155 SF BUSINESS 100 SF

414 OFFICE 147 SF BUSINESS 100 SF

415 OFFICE 243 SF BUSINESS 100 SF

415A CLOSET 15 SF STORAGE 300 SF

416 POLICE OFFICE #2 134 SF BUSINESS 100 SF

416A RR 55 SF BUSINESS 100 SF

417 OFFICE 166 SF BUSINESS 100 SF

418 OFFICE 179 SF BUSINESS 100 SF

419 OFFICE 173 SF BUSINESS 100 SF

420 RECEPTION 478 SF BUSINESS 100 SF

421 COPY ROOM 123 SF BUSINESS 300 SF

421A CLOSET 19 SF STORAGE 300 SF

422 IT CLOSET 57 SF BUSINESS 100 SF

423 BREAK ROOM 91 SF BUSINESS 100 SF

424 POLICE OFFICE 98 SF BUSINESS 100 SF

425 LOBBY 155 SF BUSINESS 100 SF

425A KIDS AREA 98 SF BUSINESS 100 SF

426A CLOSET 10 SF STORAGE 300 SF

Grand total 3253 SF

SCALE:    1/8" = 1'-0"1
4TH FLOOR EGRESS PLAN



1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE GUIDELINES, PROCEDURES, AND 

SPECIFICATIONS OUTLINED IN CARPET AND RUG INSTITUTE PUBLICATION #104  (CRI-104 FOR COMMERCIAL 

INSTALLATIONS, LATEST EDDITION).

2. CLEAN AND PREPARE SUBSTRATE TO REMOVE ALL DUST, DIRT, SOLVENTS, OIL, GREASE, PAINT, PLASTER, AND 

SUBSTANCES DETRIMENTAL TO PROPER PERFORMANCE OF ADHESIVE AND CARPET.  CONCRETE FLOORS SHALL 

BE FLASH PATCHED AS NECESSARY TO PROVIDE A SMOOTH SURFACE TO ACCEPT CARPET FLOORING.

3. INSTALL BROADLOOM CARPET AFTER OTHER FINISHING OPERATIONS, INCLUDING PAINTING, HAVE BEEN 

COMPLETED, UNLESS OTHERWISE NOTED.

4. INSTALL BROADLOOM CARPET SQUARE AND ALIGNED WITH SURROUNDING CONSTRUCTION.

5. LAY BROADLOOM CARPET IN THE SAME DIRECTION UNLESS OTHERWISE NOTED.  MAINTAIN UNIFORMITY OF 

DIRECTION.

6. NEATLY TRIM CARPET EDGES FOR TIGHT FIT ALONG WALLS.  CUT AND FIT EVENLY AROUND PROJECTIONS AND 

INTO TRIM STRIPS AND REVEALS.  FIT CLOSELY AND EVENLY TO DOORWAYS, TERMINATING CARPET AT FRAMES.  

FINISHED INSTALLATION SHALL BE SMOOTH AND FREE OF RIPPLES AND PUCKERS. 

7. FLOOR FINISH TRANSITIONS SHALL OCCUR AT CENTERLINE OF DOOR OR CASED OPENING UNLESS OTHERWISE 

NOTED.  PROVIDE LOW PROFILE MILL FINISH ALUMINUM REDUCERS AND TRANSITION STRIPS AT ALL MATERIAL 

TRANSITIONS U.O.N.  SUBMIT REDUCER TO ARCHITECT FOR APPROVAL PRIOR TO INSTALLATION. 

8. EXTRA STOCK:  PROVIDE A MINIMUM 100 S.F. OF PACKAGED EXTRA STOCK OF EACH CARPET STYLE AND 

COLOR FOR THE OWNER'S FUTURE USE.

9. PROVIDE 10% ATTIC STOCK FOR EACH TYPE OF CARPET TILE INDICATED. 

BROADLOOM CARPET

1. COMPLY WITH AMERICAN NATIONAL STANDARDS INSTITUTE/BUILDERS HARDWARE MANUFACTURERS 

ASSOCIATION ANSI/BHMA A156. WHERE FIRE-RATED DOOR ASSEMBLIES ARE INDICATED, PROVIDE DOOR 

HARDWARE RATED FOR USE IN ASSEMBLIES COMPLYING WITH NFPA 80. PROVIDE DOOR HARDWARE THAT 

MEETS REQUIREMENTS OF ASSEMBLIES TESTED ACCORDING TO UL 1784 AND INSTALLED IN COMPLIANCE 

WITH NFPA 105. DOOR HARDWARE SHALL CONFORM TO ICC/ANSI A117.1. 

2. HINGES FABRICATED FROM 304 STAINLESS STEEL, MINIMUM THICKNESS OF .134” AND A MINIMUM OF 4-1/2”

IN HEIGHT, WITH SQUARE CORNERS, FIVE-KNUCKLE DESIGN, FLAT BUTTON TIPS AND HAVE BALL BEARINGS. 

OUT-SWINGING ACCESS CONTROLLED DOORS SHALL HAVE NON-REMOVABLE PINS (NRP) TO PREVENT 

REMOVAL OF PIN WHILE DOOR IS IN CLOSED POSITION. 

3. LOCKS AND LATCHES SHALL BE OF ONE MANUFACTURER AS LISTED FOR CONTINUITY OF DESIGN AND 

CONSIDERATION OF WARRANTY, AND COMPLYING  WITH ANSI/BHMA A156.2 SERIES 4000 CERTIFIED TO 

GRADE 1, FOR A MINIMUM DESIGN LOAD OF 1150LBF (100PSF) PER LEAF. LOCK AND LATCH FUNCTION 

NUMBERS AND DESCRIPTIONS OF MANUFACTURES SERIES AS LISTED IN HARDWARE SETS. LOCK AND LATCH 

CHASSIS TO BE ZINC DICHROMATE FOR CORROSION RESISTANCE, WITH KEYED. FUNCTIONS TO BE OF A 

FREEWHEELING DESIGN TO HELP RESISTS AGAINST VANDALISM,  AND BE NON-HANDED, FIELD REVERSIBLE 

WITH THRU-BOLT MOUNTING AND HAVE NO EXPOSED SCREWS. LEVERS SHALL BE ZINC CAST. ROSES SHALL 

BE OF SOLID BRASS OR STAINLESS STEEL MATERIAL. 

4. EXIT DEVICES (ELECTRIFIED AND REGULAR) SHALL BE OF ONE MANUFACTURER AS LISTED FOR CONTINUITY 

OF DESIGN AND CONSIDERATION OF WARRANTY.  MANUFACTURER TO BE CERTIFIED BY THE FOLLOWING:  

ANSI/BHMA A156.3, GRADE 1.  ELECTRIFIED EXIT DEVICE SHALL BE LOCALLY WIRED, WITH COMPATIBLE 

DOOR CONSEALED WIRE HARNESS, DOOR FRAME WIRE HARNESS, AND POWER SUPPLY WITH UNIVERSAL 

RELAY.  POWER SUPPLY TO BE, FAIL SAFE TYPE AND HAVE BUILDING FIREALARM INTERFACE. ALARM DEVICE 

TO BE HARDWIRED. ALL WIRING TO BE CONCEALED TO TAMPER PROOF.

5. CLOSERS SHALL BE PRODUCT OF ONE MANUFACTURER, COMPLYING   WITH  ANSI/BHMA A156.4 GRADE 1. 

PROVIDE CAST IRON NON-HANDED BODIES WITH FULL ALUMINUM COVERS, COVERS  SHALL HAVE 

SEPARATE STAKED ADJUSTABLE VALVE SCREWS FOR LATCH SPEED, SWEEP SPEED, AND BACKCHECK.  

PROVIDE ARM AS REQUIRED BY DOOR SWING, TO PROVIDE A FULLY OPERABLE DOOR. BOTH CLOSER AND 

ARM SHALL BE SURFACE MOUNTED. CLOSERS OPENING FORCE SHALL COMPLY ACCESSIBILITY 

REQUIREMENTS PER ANSI ICC A117.1-2009, INTERIOR HINGED OPENINGS: 5.0 LBS, EXTERIOR HINGED 

OPENINGS: 8.5 LBS. FIRE RATED OPENINGS: MINIMUM OPENING FORCE ALLOWABLE BY AUTHORITY HAVING 

JURISDICTION. 

6. PROVIDE SILENCERS WHERE SMOKE, LIGHT, OR WEATHER SEAL ARE NOT REQUIRED. INSTALL THREE 

SILENCERS PER SINGLE DOOR FRAME, TWO PER DOUBLE DOOR FRAME.

7. SEE DOOR HARDWARE SCHEDULE FOR ADDTIONAL INFORMATION. 

DOORS HARDWARE

1. COMPLY WITH TCA'S "HANDBOOK FOR CERAMIC TILE INSTALLATION", LATEST EDITION. COMPLY WITH PARTS 

OF THE ANSI A108 SERIES "SPECIFICATIONS FOR INSTALLATION OF CERAMIC TILE" THAT ARE REFERENCED IN 

TCA INSTALLATION METHODS, SPECIFIED IN TILE INSTALLATION SCHEDULES, AND APPLY TO TYPES OF SETTING 

AND GROUTING MATERIALS USED.  COMPLY WITH ANSI A 108.5 FOR CERAMIC TILE INSTALLED WITH DRY-SET 

PORTLAND CEMENT.  COMPLY WITH ANSI A137.1- RECOMMENDED STANDARD SPECIFICATIONS FOR CERAMIC 

TILE.  FOR THE PURPOSES OF THIS PROJECT "CERAMIC TILE" SHALL BE SYNONYMOUS WITH "PORCELAIN TILE".

2. EXTEND TILE WORK INTO RECESSES AND UNDER OR BEHIND EQUIPMENT AND FIXTURES TO FORM COMPLETE 

COVERING WITHOUT INTERRUPTIONS UNLESS OTHERWISE INDICATED.  TERMINATE WORK NEATLY AT 

OBSTRUCTIONS, EDGES, AND CORNERS WITHOUT DISRUPTING PATTERN OR JOINT ALIGNMENTS.

3. ACCURATELY FORM INTERSECTIONS AND RETURNS.  PERFORM CUTTING AND DRILLING OF TILE WITHOUT 

MARRING VISIBLE SURFACES.  CAREFULLY GRIND CUT EDGES OF TILE ABUTTING TRIM, FINISH, OR BUILT-IN ITEMS 

FOR STRAIGHT ALIGNED JOINTS.  FIT TILE CLOSELY TO ELECTRICAL OUTLETS, PIPING, FIXTURES, AND OTHER 

PENETRATIONS SO PLATES, COLLARS, OR COVERS OVERLAP TILE.  ALL TILES SHALL BE INSTALLED IN A FLUSH 

AND EVEN MANNER AND CONFORM TO ANSI A137.1.  LIPPAGE OF 1/16" OR GREATER IS NOT ACCEPTABLE.

4. JOINTING PATTERN:  FOLLOW LAYOUT AS INDICATED ON PLANS AND ELEVATIONS VERY CAREFULLY.  PROVIDE 

PRELIMINARY LAYOUT OF TILE GRID ON WALLS AND FLOORS FOR APPROVAL BY ARCHITECT AND 

GOVERNMENT PRIOR TO INSTALLATION. PROVIDE UNIFORM JOINT WIDTHS UNLESS OTHERWISE INDICATED.

5. EXPANSION JOINTS:  PROVIDE EXPANSION JOINTS AND OTHER SEALANT-FILLED JOINTS, INCLUDING CONTROL, 

CONTRACTION, AND ISOLATION JOINTS, WHERE INDICATED.  FORM JOINTS DURING INSTALLATION OF SETTING 

MATERIALS, MORTAR BEDS, AND TILE.  DO NOT SAW-CUT JOINTS AFTER INSTALLING TILES. WHERE JOINTS 

OCCUR IN CONCRETE SUBSTRATES, LOCATE JOINTS IN TILE SURFACES DIRECTLY ABOVE THEM.

6. INSTALL CEMENTITIOUS BACKER UNITS (CBU) AND TREAT JOINTS AT ALL WALL TILE LOCATIONS ACCORDING TO 

ANSI A108.11 AND MANUFACTURER'S WRITTEN INSTRUCTIONS FOR TYPE OF APPLICATION INDICATED.  CBUS 

SHALL COMPLY WITH ANSI 118.9 OR ASTM 1325.  PROVIDE 5/8" DUROCK CBU BY USG OR APPROVED EQUAL.  

JOINTS SHALL BE APPROXIMATELY 1/16",  FILLED WITH LATEX PORTLAND CEMENT MORTAR WITH JOINTS TAPED 

WITH 2" FIBERGLASS MESH TAPE.

7. INSTALL WATERPROOF MEMBRANE BELOW ALL NEW FLOOR TILE AREAS.  MEMBRANE SHALL SEAMLESSLY RUN 

UP WALLS A MINIMUM OF 12".  MEMBRANE INSTALLATION SHALL COMPLY WITH ANSI A108.13 AND 

MANUFACTURER'S WRITTEN INSTRUCTIONS TO PRODUCE WATERPROOF MEMBRANE OF UNIFORM THICKNESS 

AND BONDED SECURELY TO SUBSTRATE.  PROVIDE FULL EMERSION WATER TESTING TO CONFIRM INTEGRITY 

AND PROPER INSTALLATION OF MEMBRANE PRIOR TO INSTALLATION OF TILE.  FOLLOW MANUFACTURER'S 

WATER TESTING INSTRUCTIONS.

8. SUBSTRATES SHALL BE PROPERLY PREPARED TO RECEIVE NEW FINISHES PER MANUFACTURERS INSTALLATION 

INSTRUCTIONS.   FILL CRACKS, HOLES, AND DEPRESSIONS IN CONCRETE SUBSTRATES WITH TROWELABLE  

LEVELING OR PATCHING COMPOUND SPECIFICALLY RECOMMENDED BY TILE-SETTING MATERIAL 

MANUFACTURER.  SUBSTRATES FOR TILE SHALL BE FIRM, DRY, CLEAN, FREE OF OILS AND WAXY FILMS, AND 

SHALL BE WITHIN FLATNESS TOLERANCES REQUIRED BY REFERENCED STANDARDS.  

9. APPLY GROUT SEALERS TO CEMENTITIOUS GROUT JOINTS ACCORDING TO GROUT-SEALER MANUFACTURER'S 

INSTALLATION INSTRUCTIONS.

10. FOR TILES EXHIBITING COLOR VARIATIONS, USE FACTORY BLENDED TILE OR BLEND TILES AT PROJECT SITE.

11. SOFT JOINTS SHALL BE INSTALLED IN ACCORDANCE WITH TCA HANDBOOK.  ALL VISIBLE SOFT JOINTS SHALL 

MATCH COLOR OF ADJACENT TILE GROUT.  UNLESS INDICATED ON DRAWINGS, THE CONTRACTOR SHALL 

COORDINATE WITH ARCHITECT FOR EXACT LOCATIONS OF SOFT JOINTS PRIOR TO INSTALLATION.

12. EXTRA STOCK: FURNISH QUANTITY OF FULL SIZE UNITS EQUAL TO  A MINIMUM OF 3% OF AMOUNT INSTALLED 

FOR EACH TYPE, COMPOSITION, COLOR, PATTERN, AND SIZE INDICATED.

13. MOCKUPS: BEFORE INSTALLING TILE, CONSTRUCT MOCKUPS FOR EACH FORM OF CONSTRUCTION AND FINISH 

REQUIRED TO VERIFY SELECTIONS MADE UNDER SAMPLE SUBMITTALS AND TO DEMONSTRATE AESTHETIC 

EFFECTS AND QUALITIES OF MATERIALS AND EXECUTION.  

14. ALLOW FOR MISCELLANEOUS MINOR FURRING OR PADDING OUT OF PARTITIONS TO ACCOMMODATE 

ALIGNMENT OF WALLS WITH TILE JOINTS.

15. ALL MATERIALS SHALL BE INSTALLED PER MANUFACTURER'S INSTALLATION INSTRUCTIONS AND 

RECOMMENDATIONS. PROVIDE ALL NECESSARY COMPONENTS AND ACCESSORIES FOR COMPLETE 

INSTALLATION OF ALL SYSTEMS.

16. PRIMER, WATERPROOFING, CRACK PREVENTION MEMBRANE, MORTAR, GROUT, AND CAULKING SHALL BE 

PROVIDED AS COMPLETE SYSTEM BY A SINGLE MANUFACTURER AND SHALL INCLUDE A 10 YEAR MINIMUM 

WARRANTY. ALL ADDITIONAL REQUIRED ADMIXTURES, SEALANTS OR OTHER COMPONENTS REQUIRED FOR THE 

10 YEAR WARRANTY SHALL BE PROVIDED BY THE CONTRACTOR.

17. THE WATERPROOF MEMBRANE, MORTAR BED AND GROUT MATERIAL SHALL BE PROVIDED AS A COMPLETE 

SYSTEM BY A SINGLE MANUFACTURER AND SHALL INCLUDE A 10 YEAR MINIMUM WARRANTY.  ALL 

ADDITIONAL REQUIRED ADD MIXTURES, BOND COATS,  SEALANTS OR OTHER COMPONENTS REQUIRED FOR 

THE 10 YEAR WARRANTY SHALL BE PROVIDED BY THE CONTRACTOR.

18. TYPICAL WATERPROOF MEMBRANE SHALL BE FABRIC REINFORCED LIQUID RUBBER POLYMER, CUSTOM 

WATERPROOFING AND ANTI-FRACTURE MEMBRANE BY LATICRETE (#9235) (OR APPROVED EQUAL).  

MEMBRANE SHALL RUN SEAMLESSLY ALONG ALL FLOOR AREAS AND UP ALL PERIMETER WALLS A MINIMUM OF 

12".  PROVIDE MEMBRANE AT ALL FLOOR TILE LOCATIONS IN RESTROOM.

19. TYPICAL THINSET MORTAR/LHT BONDING MORTAR BED FOR FLOORS AND WALLS SHALL BE A POLYMER-

MODIFIED MORTAR, VERSABOND (LFT) PROFESSIONAL LARGE FORMAT TILE MORTAR (OR EQUAL). FOR WALL 

APPLICATIONS, PROVIDE MORTAR THAT COMPLIES WITH REQUIREMENTS FOR NON-SAGGING MORTAR IN 

ADDITION TO THE OTHER REQUIREMENTS OF ANSI 118.4 AND/OR 118.15.

20. TYPICAL EPOXY GROUT SHALL BE 100% SOLIDS EPOXY GROUT BY LATICRETE (OR APPROVED EQUAL) EPOXY 

GROUT. 

21. TYPICAL BONDING PRIMER SHALL BE MULTI-SURFACE BONDING PRIMER (MBP) BY CUSTOM BUILDING 

PRODUCTS (OR EQUAL).

22. TYPICAL SILICONE CAULK AND/OR SEALANT SHALL BE 100% SILICONE SEALANT BY CUSTOM BUILDING 

PRODUCTS (OR EQUAL).

23. PROVIDE 10% ATTIC STOCK FOR EACH TILE TYPE INDICATED. 

TILE

1. QUALITY STANDARD:  UNLESS OTHERWISE INDICATED, COMPLY WITH AWI'S "ARCHITECTURAL WOODWORK 

QUALITY STANDARDS.", CUSTOM GRADE OR BETTER.

2. ENVIRONMENTAL LIMITATIONS:  DO NOT DELIVER OR INSTALL WOODWORK UNTIL BUILDING IS ENCLOSED, WET 

WORK IS COMPLETE, AND HVAC SYSTEM IS OPERATING AND MAINTAINING TEMPERATURE AND RELATIVE 

HUMIDITY AT OCCUPANCY LEVELS DURING THE REMAINDER OF THE CONSTRUCTION PERIOD.

3. WOOD PRODUCTS:

A. HARDBOARD:  AHA A135.4.

B. MEDIUM-DENSITY FIBERBOARD:  ANSI A208.2, GRADE MD, MADE WITH BINDER CONTAINING NO UREA 

FORMALDEHYDE.

C. PARTICLEBOARD:  ANSI A208.1, GRADE M-2

D. SOFTWOOD PLYWOOD:  DOC PS 1, MEDIUM DENSITY OVERLAY.

E. VENEER-FACED PANEL PRODUCTS: WOOD SPECIES: MATCH SAMPLE; TRANSPARENT FINISH: CLEAR 

FINISH.

4. THERMOSET DECORATIVE PANELS:  PARTICLEBOARD OR MEDIUM-DENSITY FIBERBOARD FINISHED WITH 

THERMALLY FUSED, MELAMINE-IMPREGNATED DECORATIVE PAPER COMPLYING WITH LMA SAT-1.

5. HIGH-PRESSURE DECORATIVE LAMINATE: NEMA LD 3, GRADES AS INDICATED OR, IF NOT INDICATED, AS 

REQUIRED BY WOODWORK QUALITY STANDARD.

A. ADHESIVES:  DO NOT USE ADHESIVES THAT CONTAIN UREA FORMALDEHYDE.  

B. VOC LIMITS FOR INSTALLATION ADHESIVES AND SEALANTS:  USE PRODUCTS THAT COMPLY WITH THE 

FOLLOWING LIMITS FOR VOC CONTENT WHEN CALCULATED ACCORDING TO 40 CFR 59, SUBPART D 

(EPA METHOD 24): 

• WOOD GLUES: 30 g/L.,

• MULTIPURPOSE CONSTRUCTION ADHESIVES: 70 g/L., 

• STRUCTURAL WOOD MEMBER ADHESIVE: 140 g/L., 

• ARCHITECTURAL SEALANTS:  250 g/L.

6. SOLID-SURFACING MATERIAL:  HOMOGENEOUS SOLID SHEETS OF FILLED PLASTIC RESIN COMPLYING WITH 

ISSFA-2. MIN ½" THICK.

7. TEMPERED FLOAT GLASS FOR CABINET DOORS: ASTM C 1048, KIND FT, CONDITION A, TYPE I, CLASS 1 (CLEAR), 

QUALITY-Q3, WITH EXPOSED EDGES SEAMED BEFORE TEMPERING, 6 MM THICK, UNLESS OTHERWISE INDICATED.

8. FIRE-RETARDANT PARTICLEBOARD AND FIBERBOARD:  FLAME-SPREAD INDEX OF 25 OR LESS AND SMOKE-

DEVELOPED INDEX OF 25 OR LESS PER ASTM E 84.

9. CONCEALED "EUROPEAN" STYLE, 1.90 RAD (110 DEGREE) OPENING.

10. CATCHES:  MAGNETIC CATCHES, BHMA A156.9, B03141.

11. DRAWER SLIDES:  STEEL BALL-BEARING, FULL EXTENSION, 35 KG (75 LB) CAPACITY, MINIMUM, DRAWER HOLD-IN 

CLOSED POSITION.

12. ALUMINUM SLIDES FOR SLIDING GLASS DOORS:  BHMA A156.9, B07063.

13. CABINET LOCKS:  5L SERIES, BEST LOCK CORP., SURFACE MOUNTED.

14. SHELF STANDARDS AND SUPPORTS:  STEEL, RECESSED MOUNTED, ADJUSTABLE ON 12MM (1/2 INCH) CENTERS. 

CLIP TYPE SUPPORTS.

15. SHELF STANDARDS AND BRACKETS:  STANDARD - STEEL, SURFACE MOUNTED, ADJUSTABLE ON 25MM (1 INCH) 

CENTERS. BRACKET - STEEL 300MM (12 INCH)

16. EXPOSED HARDWARE FINISHES:  US26D

17. WOOD CABINETS:

A. FLUSH OVERLAY CONSTRUCTION.

B. GRAIN DIRECTION: HORIZONTALLY FOR DRAWER FRONTS, DOORS, & FIXED PANELS.

C. MATCHING OF ADJACENT VENEER LEAVES: BOOK MATCH. VENEER MATCHING WITHIN PANEL FACE: 

RUNNING MATCH.

18. INSTALL WOODWORK LEVEL, PLUMB, TRUE, AND STRAIGHT TO A TOLERANCE OF 3 MM IN 2400 MM (1/8 INCH 

IN 96 INCHES).  SHIM AS REQUIRED WITH CONCEALED SHIMS.

19. SCRIBE AND CUT WOODWORK TO FIT ADJOINING WORK, REFINISH CUT SURFACES, AND REPAIR DAMAGED 

FINISH AT CUTS.

20. CABINETS:  INSTALL WITHOUT DISTORTION SO DOORS AND DRAWERS FIT OPENINGS PROPERLY AND ARE 

ACCURATELY ALIGNED.  ADJUST HARDWARE TO CENTER DOORS AND DRAWERS IN OPENINGS AND TO 

PROVIDE UNENCUMBERED OPERATION.

21. TRANSPARENT FINISH 1: SYSTEM - 5, CONVERSION VARNISH. KLEARVAR 3 COAT SYSTEM BY ML CAMPBELL OR 

APPROVED EQUAL.

22. TRANSPARENT FINISH 2: SYSTEM - 3, POSTCATALYZED LACQUER. KLEARVAR 3 COAT SYSTEM BY ML CAMPBELL 

OR APPROVED EQUAL.

23. SUBMIT SHOP DRAWINGS AND FINISH SAMPLES FOR APPROVAL PRIOR TO FABRICATION.

MILLWORK

1. ENSURE THAT THE AMBIENT TEMPERATURE IN THE AREAS SCHEDULED FOR PAINTING IS NO LESS THAN 50 

DEGREES FAHRENHEIT. THIS TEMPERATURE REFERS TO THE SURFACE TO WHICH THE PAINT IS BEING APPLIED AND 

TO THE AIR TEMPERATURE.  CONSULT WITH PAINT MANUFACTURER FOR ANY DEVIATIONS TO THIS RULE FOR ALL 

PAINT PRODUCTS SPECIFIED.  DO NOT APPLY WHEN RELATIVE HUMIDITY EXCEEDS 85, AND DO NOT APPLY TO 

DAMP OR WET SURFACES.

2. ALL DOORS, DOOR FRAMES, METAL GRILLES, WOOD TRIM, AND MILLWORK SHALL BE PAINTED WITH A SEMI-

GLOSS ENAMEL PAINT UNLESS OTHERWISE NOTED.

3. SUBSTITUTIONS FOR THE PAINT MANUFACTURER(S) SPECIFIED SHALL BE BROUGHT TO THE ATTENTION OF THE 

ARCHITECT PRIOR TO PURCHASING THE PAINT.  COLOR-MATCHED SAMPLES SHALL BE SUBMITTED TO THE 

ARCHITECT FOR APPROVAL.

4. ALL SURFACES TO BE PAINTED SHALL BE CLEAN, DRY, SMOOTH, AND DUST-FREE. SURFACES SHALL BE PREPARED 

IN ACCORDANCE TO THE PAINT MANUFACTURER'S INSTALLATION INSTRUCTIONS.

5. ALL PAINTED SURFACES SHALL RECEIVE A MINIMUM OF ONE PRIME COAT AND TWO FINISH COATS.  

APPLICATOR SHALL USE A PRIMER THAT IS COMPATIBLE WITH SUBSTRATE TO BE PAINTED.  PRIMER SHALL BE 

ROLL-APPLIED TO GYPSUM BOARD; SPRAY APPLICATION IS NOT ACCEPTABLE.

6. ALL FREESTANDING COLUMNS SHALL BE PAINTED TO MATCH SCHEDULE FINISHES IN THE AREA UNLESS NOTED 

OTHERWISE.

7. CODE-REQUIRED LABELS-UL, FACTORY MUTUAL-OR ANY EQUIPMENT IDENTIFICATION, PERFORMANCE RATING, 

NAME OR NOMENCLATURE PLATES SHALL BE KEPT FREE OF PAINT.

8. PATCH AND TOUCH UP PAINTING REQUIRED AFTER FURNITURE AND EQUIPMENT INSTALLATION.

9. INDUCTION UNITS CALLED OUT TO BE PAINTED, SHALL BE ELECTROSTATICALLY PAINTED.

PAINT

1. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS AND SPECIFICATIONS FOR DESIGN OF THESE SYSTEMS.  

THE LOCATIONS OF DEVICES RELATING TO THESE SYSTEMS SHALL BE AS SHOWN ON ARCHITECTURAL REFLECTED 

CEILING PLAN.  WHERE DISCREPANCIES ARE INDICATED, THE ARCHITECTURAL PLAN SHALL TAKE PRECEDENCE.  

IN CASES WHERE DISCREPANCIES EXIST BETWEEN THE LIGHTING FIXTURE LOCATION AND DIFFUSER LOCATION, 

SPRINKLER HEAD LOCATION, STRUCTURAL ELEMENTS, OR ANY OTHER OBSTRUCTION, THE GENERAL 

CONTRACTOR SHALL NOTIFY THE ARCHITECT AND CONFIRM AN ALTERNATE LAYOUT PRIOR TO PROCEEDING 

WITH THE WORK.

2. THE GENERAL CONTRACTOR SHALL VERIFY ACTUAL FIELD CONDITIONS AND LOCATIONS OF ELECTRICAL, 

MECHANICAL, PLUMBING, AND STRUCTURAL ELEMENTS IN ADDITION TO OTHER APPLICABLE ITEMS.  ARRANGE 

AND MODIFY NON-VISIBLE ITEMS TO ENSURE ADEQUATE CLEARANCES FOR CEILING LAYOUT AS SHOWN 

BEFORE RELATED ELEMENTS ARE CONSTRUCTED OR INSTALLED.  IF THERE ARE ANY CONFLICTS WITH EXISTING 

BUILDING ELEMENTS OR OTHER COORDINATION ISSUES AFFECTING THE DESIGNED CEILING LAYOUT, THE 

CONTRACTOR SHALL OBTAIN A WRITTEN CLARIFICATION FROM THE ARCHITECT PRIOR TO PROCEEDING WITH 

THE WORK.

3. INSTALL ACOUSTICAL TILE SYSTEM INDICATED IN ACCORDANCE WITH MANUFACTURER'S PRINTED INSTRUCTION 

AND ASTM C636.   INSTALL IN LEVEL AND UNIFORM PLANE, FREE FROM TWISTS, WARPS, AND DENTS.  LEVEL 

ENTIRE CEILING ASSEMBLY TO A TOLERANCE OF 1/8" IN 10'.  VARIATION FROM PLUMB OF GRID MEMBERS 

CAUSED BY ECCENTRIC LOADS SHALL BE 2 DEGREES MAXIMUM  (.03 RAD).

4. PROVIDE ALL NECESSARY MANUFACTURER'S STANDARD TRIM AND ACCESSORIES FOR COMPLETE INSTALLATION 

OF SUSPENSION SYSTEM.  ACCESSORIES AND TRIM SHALL MATCH FINISH OF SUSPENSION SYSTEM.  INSTALL EDGE 

MOLDINGS WHERE CEILINGS ABUT WALLS, PARTITIONS, OR OTHER ELEMENTS.  MITER CUT INSIDE AND OUTSIDE 

CORNERS TO PROVIDE FLUSH, TIGHT, HAIRLINE JOINTS.

5. RECESSED DOWN LIGHTS AND SURFACE-MOUNTED LIGHTING FIXTURES SHALL BE CENTERED IN THE CEILING TILE 

OR CENTERED ON THE GRID BETWEEN TILES, UNLESS OTHERWISE NOTED.

6. LIGHT FIXTURES SHALL BE INDEPENDENTLY SUPPORTED BY HANGER WIRE FROM A MINIMUM OF AT LEAST TWO 

OPPOSING CORNERS.  USE OF THE SUPPORT GRID FOR THE SUSPENDED CEILING TO SUPPORT THE WEIGHT OF 

THE LIGHT FIXTURES IS NOT ACCEPTABLE.

7. EXTRA STOCK:  DELIVER ONE FACTORY PACKED BOX OF EACH TYPE AND COLOR OF BOARD AND TILE 

INSTALLED.

8. ANY UN-USED NEW MATERIAL SHALL BECOME THE PROPERTY OF USG AND DELIVERED TO BUILDING STORAGE.

9. CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL ABANDONED CONDUIT AND WIRING AND IS RESPONSIBLE 

FOR ALL CLOSE-IN WORK REQUIRED TO PASS INSPECTION.

SUSPENDED CEILING

1. COMPLY WITH STEEL DOOR INSTITUTE (SDI) SDI-105 AND SDI-100: "RECOMMENDED SPECIFICATIONS FOR 

STANDARD STEEL DOORS AND FRAMES"; AND ARCHITECTURAL WOODWORKING INSTITUTES (AWI) 

"ARCHITECTURAL WOODWORK QUALITY STANDARDS ILLUSTRATED".  ALL DOORS AND FRAMES SHALL BE 

INSTALLED PLUMB, RIGID, PROPERLY ALIGNED, AND SECURELY FASTENED IN PLACE.

2. STEEL DOOR FRAMES SHALL COMPLY WITH ANSI A250.8 AND WITH DETAILS INDICATED FOR TYPE AND 

PROFILE.  FRAMES SHALL BE  FABRICATED FROM 16 GA COLD-ROLLED SHEET STEEL COMPLYING WITH ASTM 

A 1008/A 1008M, COMMERCIAL STEEL (CS), TYPE B, SUITABLE FOR EXPOSED APPLICATIONS.  FACTORY 

PRIME ALL SURFACES TO BE PAINTED IN THE FIELD.

3. STEEL FRAMES SHALL BE FABRICATED TO BE RIGID AND FREE OF DEFECTS, WARPS, OR BUCKLES.  ALL FRAMES 

AT PUBLIC CORRIDORS SHALL BE WELDED.  ALL FRAMES AT NON-PUBLIC GYP BOARD WALLS CAN BE 

KNOCK-DOWN CONSTRUCTION.   WHERE FRAMES ARE FABRICATED IN SECTIONS PROVIDE CONCEALED 

ALIGNMENT PLATES OR ANGLES AT EACH JOINT, FABRICATED OF SAME THICKNESS METAL AS FRAMES.  ALL 

FRAME CORNERS SHALL BE MITERED WITH SMOOTH, EVEN, TIGHT JOINTS.

4. ALL DOORS AND FRAMES SHALL BE FACTORY PREPARED TO RECEIVE ALL HARDWARE SPECIFIED.  COMPLY 

WITH DHI A115 SERIES.

5. U.N.O. ALL FLUSH METAL DOORS SHALL BE MINIMUM SDI GRADE II, HEAVY DUTY, SEAMLESS COMPOSITE 

CONSTRUCTION, WITH MINIMUM 18 GA FACES.  CORES SHALL BE RESIN IMPREGNATED KRAFT PAPER 

HONEYCOMB OR MINERAL FIBER BOARD IF FIRE RATED, U.N.O.

6. U.N.O. FLUSH WOOD DOORS WITH TRANSPARENT OR STAINED FINISHES SHALL BE AWI CUSTOM GRADE OR 

BETTER WITH ROTARY SLICED WOOD VENEER, SPECIES AS INDICATED.  WOOD DOORS WITH OPAQUE 

FINISHES SHALL BE AWI CUSTOM GRADE WITH MEDIUM-DENSITY OVERLAY OR HARDBOARD.

7. SOLID CORE DOORS SHALL BE CONSTRUCTED OF STRUCTURAL COMPOSITE LUMBER OR GLUED BLOCK 

(STAVES).  PARTICLEBOARD CORES ARE NOT ACCEPTABLE FOR SOLID DOORS.

DOORS AND FRAMES
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AREA OF
WORK

A. DEMOLISH (E) PARTITIONS AS INDICATED BY DASHED LINES AND AS REQUIRED TO ACCOMPLISH WORK, 

U.N.O. 

B. DEMOLISH ALL DOORS & FRAMES SELECTIVELY DEMOLISH PARTITIONS ADJACENT TO (E) DOORS & FRAMES 

TO ACCOMODATE NEW WIDER DOORS. REFFER TO DOOR SCHEDULE ON A601

C. DEMOLISH ALL (E) WALL BASE AND (E) CARPET THROUGHOUT AREA OF WORK.

D. REMOVE ALL (E) DEMOLISHED NON-FUNCTIONING ELECTRICAL RECEPTACLES, SWITCHES, 

COMMUNICATION AND COMPUTER OUTLETS AND BLANK PLATES FROM AREA OF WORK. PATCH AND PAINT 

TO MATCH ADJACENT CONDITIONS, V.I.F.

E. REMOVE ALL INACTIVE AND/OR ABANDONED MATERIALS SUCH AS: DEVICES, WIRING, CONDUIT, PIPE, 

DUCTWORK, HANGERS, ETC. TO LEAVE THE STRUCTURE CLEAN AND CLEAR FOR NEW CONSTRUCTION. ALL 

MATERIALS SHALL BE REMOVED TO THE LAST POINT OF ACTIVE SERVICE, OR AT MINIMUM, 6-INCHES OUTSIDE 

THE AREA OF WORK BEING RENOVATED, AND ALL HOLES RESEALED. WHERE OUTSIDE OF SPACE BEING 

RENOVATED IS TOO CONGESTED TO REMOVE MATERIALS, PORTIONS OF THE WALL SHALL BE REMOVED TO 

GAIN ACCESS IN ORDER TO DEMOLISH MATERIALS OUTSIDE THE SPACE. ALL METAL GALVANIZED PARTITIONS 

AND WOOD BLOCKING ARE TO BE REMOVED FROM ABOVE CEILING.

F. THE CONTRACTOR SHALL BE RESPONSIBLE TO FIELD VERIFY ALL WALLS AND OTHER ITEMS TO BE DEMOLISHED 

AND INCLUDE FULL AND COMPLETE DEMOLITION OF THOSE ITEMS IN THEIR PROPOSAL.

G. ALL (E) WINDOW TREATMENTS SHALL BE BAGGED AND PROTECTED FROM DAMAGE DURING 

CONSTRUCTION ACTIVITIES, U.N.O.

H. CONTRACTOR SHALL PROVIDE MASONITE BOARD TO PROTECT THE CORRIDOR CARPETING/VCT DURING 

RENOVATION AND USE NON-RESIDUE TAPE. COORDINATE EXTENT WITH CONSTRUCTION MANAGER.

I. DEMOLISH ALL (E) FIXTURES, DEVICES, CEILING SYSTEM, AND GYP. BD. BULKHEAD, AS INDICATED BY DASHED 

LINES, AND AS REQUIRED TO ACCOMPLISH WORK. COORDINATE DEMOLITION WITH WORK SHOWN ON 

MECHANICAL, ELECTRICAL, AND FIRE PROTECTION SHEETS.

J. PROTECT ALL FIRE ALARM SYSTEM DEVICES - SPEAKERS, STROBES, HEAT AND SMOKE DETECTORS, REMOTE 

LEDS, INDICATED TO REMAIN FROM DAMAGE DURING CONSTRUCTION ACTIVITIES. 

K. PROTECT (E) SPRINKLER HEADS TO REMAIN OR TO BE RELOCATED FROM DAMAGE DURING CONSTRUCTION 

ACTIVITIES.

L. REFER TO M-E-P DRAWINGS FOR ADDITIONAL INFORMATION.
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SHEET KEYNOTES - DEMOLITION PLAN

1 SELECTIVELY DEMOLISH (E) PARTITION TO ACCOMODATE NEW DOOR AND FRAME

2 DEMO (E) COUNTERTOP, SINK AND ASSOCIATED FIXTURES

3 DEMO (E) RESTROOM AND SHOWER IN IT'S ENTIRETY

SCALE:    1/4" = 1'-0"A1
DEMOLITION PLAN - LEVEL 4
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SCOPE 
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AREA OF
WORK

A. THE CONTRACTOR SHALL BE RESPONSIBLE TO FIELD VERIFY ALL WALLS AND OTHER ITEMS TO BE DEMOLISHED 

AND INCLUDE FULL AND COMPLETE DEMOLITION OF THOSE ITEMS IN THEIR PROPOSAL.

B. ALL (E) WINDOW TREATMENTS SHALL BE BAGGED AND PROTECTED FROM DAMAGE DURING 

CONSTRUCTION ACTIVITIES, U.N.O.

C. DEMOLISH ALL (E) FIXTURES, DEVICES, CEILING SYSTEM, AND GYP. BD. BULKHEAD, AS INDICATED BY DASHED 

LINES, AND AS REQUIRED TO ACCOMPLISH WORK. COORDINATE DEMOLITION WITH WORK SHOWN ON 

MECHANICAL, ELECTRICAL, AND FIRE PROTECTION SHEETS.

D. PROTECT ALL FIRE ALARM SYSTEM DEVICES - SPEAKERS, STROBES, HEAT AND SMOKE DETECTORS, REMOTE 

LEDS, INDICATED TO REMAIN FROM DAMAGE DURING CONSTRUCTION ACTIVITIES. 

E. REMOVAL AND RELOCATION OF SECURITY DEVICES WILL BE DONE BY OTHERS.  THE CONTRACTOR WILL 

PROVIDE THE POWER, AND THE ROUGH-IN FOR THE RELOCATED AND/OR NEW SECURITY SYSTEM.  

COORDINATE EXACT LOCATIONS WITH USG. 

F. PROTECT (E) SPRINKLER HEADS TO REMAIN OR TO BE RELOCATED FROM DAMAGE DURING CONSTRUCTION 

ACTIVITIES.

G. REFER TO M-E-P DRAWINGS FOR ADDITIONAL INFORMATION      

GENERAL SHEET NOTES

REFLECTED CEILING PLAN LEGEND

EXIST.

SYMBOL DESCRIPTION

RETURN DIFFUSER

SUPPLY DIFFUSER

EXIT SIGN

COMBINATION AUDIBLE & VISUAL FIRE ALARM

SPRINKLER HEAD

NEW

DEMO TILE

DEMO GYP. BD. CELING.

(E)  OPEN CEILING WITH EXPOSED STRUCTURE, DUCTS, & PIPES.  
NO EXISTING FINISH CEILING 

REVISIONS 
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SCALE:    1/4" = 1'-0"1
DEMO REFLECTED CEILING PLAN

KEYNOTES - DEMOLITION REFLECTED CEILING PLAN

1 SELECTIVELY DEMOLISH (E) GYP. BD. CEILING AS INDICATED.

2 DEMOLISH CERAMIC CEILING TILE
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SCOPE 
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REF.

7

7

7

A. CODE REVIEWER NOTE FOR INFORMATION ONLY: ALL EGRESS DOORS PERMIT FREE EGRESS 

IN THE DIRECTION OF EGRESS TRAVEL. ALL SUITE DOORS ARE ADA COMPLIANT.

B. PAINT ALL NEW AND EXISTING GYPSUM BOARD SURFACES, AND WINDOW INDUCTION 

UNITS, AFFECTED BY CONSTRUCTION, WITHIN AREA OF WORK, V.I.F.  SEE FINISH SCHEDULE, 

SHEET A-602.

C. PATCH AND REPAIR ALL EXISTING DAMAGED WALLS THROUGHOUT AREA OF WORK AS 

REQUIRED FOR SMOOTH EVEN FINISH.  THE CONTRACTOR SHALL FIELD VERIFY THE SPACE 

PRIOR TO BID TO ESTABLISH THE EXTENT OF WORK REQUIRED.  PAINT ALL PATCHED WALLS 

TO MATCH ADJACENT WALLS, INCLUDING AREAS ABOVE CEILING.

D. SEE DETAIL A1/A-501 FOR BUILDING STANDARD MOUNTING HEIGHTS.

E. PROVIDE FINISHES AS INDICATED IN THE FINISH SCHEDULE, SHEET A-602.

F. ALL PLYWOOD AND WOOD BLOCKING SHALL BE UL LISTED FIRE RETARDANT TREATED.

G. ALL DIMENSIONS ARE TO THE CENTERLINE OF NEW WALLS, U.N.O.  

H. CONTRACTOR SHALL UNBAG AND CLEAN ALL BLINDS AT COMPLETION OF PROJECT.

I. REFER TO M-E-P DRAWINGS FOR ADDITIONAL INFORMATION.

J. INTERIOR STOREFRONT BY SPACE PLUSOF THE SLIDING DOOR COMPANY OR APPROVED 

EQUAL.  PROVIDE  FTS DOUBLE TRACK, 3" FRAME, SYSTEM WITH  PASS THROUGH, 1/2" 

TEMPERED GLASS WINDOWS.  FINISH TBD.  

GENERAL SHEET NOTES
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SHEET KEYNOTES - CONSTRUCTION PLAN

1 PROVIDE KERF BLOCKING INTO STUDS WITH 3/4" PLYWOOD BEHIND FINISHED GYP. BP. TOP OF 50"
DISPLAY TO BE MOUNTED @78 3/4" AFF. CENTER OF DISPLAY @66" AFF AND BOTTOM OF DISPLAY @53
1/4" AFF REFER TO DETAIL 2/A502

2 PROVIDE KERF BLOCKING INTO STUDS WITH 3/4" PLYWOOD BEHIND FINISHED GYP. BP. TOP OF 43"
DISPLAY TO BE MOUNTED @84 3/4" AFF. CENTER OF DISPLAY @72" AFF AND BOTTOM OF DISPLAY @59
1/4" AFF. REFER TO DETAIL 2/A502

3 INFILL OPENING TO MATCH ADJACENT (E) PARTITION REFER TO PARTITION TYPE P3 ON A502

4 BUILT-IN COUNTER & INTERIOR STOREFRONT, DIVIDE STOREFRONT INTO 3 EQUAL PARTS.  REFER TO
DETAIL 8/501.

5 PROVIDE 4'x8'X3/4" FIRE RATED PLYWOOD BACKBOARD MOUNTED @2" AFF

6 BUILT-IN COUNTER & INTERIOR STOREFRONT.  SEE DETAIL 4/A502 & INTERIOR ELEVATION 3/A502

7 (E) FLOOR TO CEILING PARITION TO BE EXTENDED TO DECK.  REFER TO PARTITION TYPE P3 ON A502.

SCALE:    1/4" = 1'-0"A1
LEVEL 4 -EXISTING

NOT IN 

SCOPE 



A. PROVIDE FINISHES AS INDICATED IN THE FINISH SCHEDULE, SHEET A602.

B. CEILING MOUNTED CAMERAS SHOWN GENERICALLY FOR COORDINATION PURPOSES ONLY. 

CAMERAS SHALL NOT TO BLOCK FIRE ALARM OR LIFE SAFETY DEVICES, TO BE INSTALLED BY 

TENANT  SECURITY VENDOR.

C. MODIFY NEW CEILING GRID AS NECESSARY TO ACCOMMODATE ALTERATIONS TO 

ARCHITECTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING WORK. COORDINATE WITH 

ARCHITECTURAL PLANS  AND MEP DRAWINGS.

D. ALL NEW FIXTURES TO BE CENTERED IN CEILING TILES, U.N.O

E. PROTECT (E) SPRINKLER HEADS TO REMAIN OR TO BE RELOCATED FROM DAMAGE DURING 

CONSTRUCTION ACTIVITIES. CONTRACTOR SHALL CENTER SPRINKLER HEADS IN CEILING TILES.

F. REFER TO M-E-P DRAWINGS FOR ADDITIONAL INFORMATION. 

GENERAL SHEET NOTES
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REFLECTED CEILING PLAN LEGEND
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SYMBOL DESCRIPTION

RECESSED 2'X2' LUMINAIRE

RETURN DIFFUSER

SUPPLY DIFFUSER

RECESSED 2'X4' LUMINAIRE
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EXIT SIGN

COMBINATION AUDIBLE & VISUAL FIRE ALARM

SPRINKLER HEAD
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SCALE:    1/4" = 1'-0"A1
REFLECTED CEILING PLAN - LEVEL 4
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SCALE:    3/8" = 1'-0"1
COPY ROOM - PLAN

SCALE:    3/8" = 1'-0"2
COPY ROOM ELEVATION

SCALE:    3/8" = 1'-0"3
BREAK ROOM MILLWORK PLAN

SCALE:    3/8" = 1'-0"4
BREAK ROOM MILLWORK ELEVATION

SCALE:    3/4" = 1'-0"5
TYP. MILLWORK SECTION

SCALE:    3/8" = 1'-0"7
ENLARGED TOILET PLAN AND INTERIOR ELEVATIONS

SCALE:    3/8" = 1'-0"9
WC TOILET SCHEDULE

SCALE:    3/4" = 1'-0"6
Typical Elevation at TV



1 LAYER 1/2" GYP. BD.,

BOTH SIDES

SCHEDULED FLOOR

3 5/8" , 20 GA METAL

STUDS AT 16" O.C.

3 1/2" ACOUSTICAL 

INSUL. CONT. 

FASTENED IN SUCH A 

WAY AS TO PREVENT 

FROM SLIDING DOWN 

AND LEAVING VOID 

AT TOP

3-5/8", (20) GA MTL

RUNNER FASTEN TO

UNDERSIDE OF DECK
ACOUSTICAL SEALANT -

BOTH SIDES AT TOP AND 

BOTTOM OF PARTITION

P2

3 5/8" , 20 GA METAL

STUDS AT 16" O.C.

1/2" TEMPERED GLASS

1/2" GYPSUM BOARD BOTH

SIDES

3-5/8", (20) GA MTL

RUNNER FASTEN TO

UNDERSIDE OF DECK

1/2" GYPSUM BOARD BOTH

SIDES

ACOUSTICAL SEALANT -

BOTH SIDES AT TOP AND 

BOTTOM OF PARTITION

BASE, BOTH SIDES, AS

SCHEDULED

3 5/8" , 20 GA METAL

STUDS AT 16" O.C.

1 LAYER 5/8" GYP. BD.

BOTH SIDES

FASTEN TOP RUNNER TO

TEE

STRIPPABLE 

CASING BEAD

3 1/2" ACOUSTICAL 

INSULATION CONT.

ADD 3 1/2" ACOUSTICAL MINEAL WOOL 

INSULATION CONTINUOUS, FASTENED IN SUCH 

A WAY AS TO PREVENT IT FROM SLIDING DOWN 

AND LEAVING A VOID AT THE TOP

EXISTING 3 5/8" 20 GAUGE

METAL STUD AT 16" OC

METAL RUNNER-FASTEN TO

UNDERSIDE OF DECK

EXISTING 3 1/2" 

ACOUSTICAL MINERAL 

WOOL INSULATION 

CONTINUOUS

CONTINUOUS 

ACOUSTICAL SEALANT

EXTEND 5/8" GYPSUM

BOARD TO UNDERSIDE

SLAB (THIS SIDE ONLY)

REFER TO WALL TYPES FOR

ASSEMBLY WIDTH

EXISTING SLAB TO SLAB 5/8"

TYPE X GYPSUM BOARD TO

REMAIN

EDGE ANGLE AND

SEALANT

CEILING, AS SCHEDULED,

BOTH SIDES

ADD 3 5/8", 20 GA METAL

STUD AT 16" OC

P3 P4

BASE, BOTH SIDES, AS

SCHEDULED

3 1/2"ACCOUSTICAL 

INSULATION CONT

ACOUSTICAL SEALANT -

BOTH SIDES AT TOP AND 

BOTTOM OF PARTITION

P1
P1.1 : 1 LAYER 1/2" GYP. BD. ONLY ON EXPOSED SIDE

ALUMINUM INTERIOR STOREFRONT SYSTEM. 

REFER TO DETAILS 2-5/A502 FOR .

WALL BEYOND

EDGE ANGLE AND

SEALANT

CEILING, AS SCHEDULED,

BOTH SIDES

EDGE ANGLE AND

SEALANT

CEILING AS SCHEDULED CEILING, AS SCHEDULED,

BOTH SIDES

EDGE ANGLE AND

SEALANT

CEILING, AS SCHEDULED,

BOTH SIDES

EXISTING DECK EXISTING DECK EXISTING DECK EXISTING DECK

EXISTING PARTITION

BASE, BOTH SIDES, AS

SCHEDULED

SCHEDULED 

BASE

SLIDING TRANSACTION 

WINDOWS

158"

156 1/2"

INTERIOR 

STROREFRONT

1
1
"

A502

5

PLAM COUNTER 

TOP

BRACKET, TYP.

GROMMET -

VERIFY 

LOCATION IN 

FIELD

HAFELE; WORK SURFACE

BRACKET; 287.77.002; 

STAINLESS STEEL OR 

APPROVED EQUAL

HAFELE; WORK 

SURFACE BRACKET; 

287.77.001; 

STAINLESS STEEL OR 

APPROVED EQUAL

PLAM COUNTER

TOP (PLAM3)

OVER PLYWOOD,

WITH EASED EDGE

ALUMINUM INTERIOR 

STOREFRONT

SYSTEM.

1/2" TEMPERED

GLASS

SOLID SURFACE (SS1)

2
"

3
4
"

12"

FLUSH SLIDE BOLT

GROMMET - VERIFY

LOCATION IN FIELD

HAFELE; WORK SURFACE

BRACKET; 287.77.002;

STAINLESS STEEL OR

APPROVED EQUAL

+

PLAM COUNTER

TOP (PLAM3) 

OVER

PLYWOOD, WITH

EASED EDGE

PROVIDE 1 WAY

SECURITY FILM

AT SECURITY

OFFICE WINDOW

ALUMINUM INTERIOR

STOREFRONT SYSTEM.

1/2" TEMPERED

GLASS

4" BACKSPLASH

(PLAM3)

WALL BEYOND

24"

+
/-

 6
 1

/2
"

4
2
"

2
"

3
4
"

SCHEDULED 

BASE

SLIDING 

WINDOW

151 1/2"

INTERIOR 

STROREFRONT

1
1
"

4
0
"

4
2
"

A502

3
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SCALE:    1 1/2" = 1'-0"1
Partition Types

SCALE:    3/4" = 1'-0"4
Reception Elevation

SCALE:    1" = 1'-0"5
Reception Detail

SCALE:    1" = 1'-0"3
Police Office Detail

SCALE:    3/4" = 1'-0"2
POLICE OFFICE ELEVATION



ALL HARDWARE TO MATCH BUILDING STANDARDS, U.N.O., V.I.F. 

DOORS HARDWARE SETS

(E) / MODIFIED HARDWARE SET

(E) HARDWARE SET 1: STAIR EGRESS DOOR

3 HINGES

1 RIM PUSH PANIC HARDWARE, (PUSH  SIDE)

1 CLOSER (W/ STOP FUNCTION)

1 THRESHOLD

NEW HARDWARE SETS

HARDWARE SET 3: TOILET

3 HINGES

1 LEVER PRIVACY LOCKSET 

1 WALL STOP

3 SILENCERS

HARDWARE SET 4: SE ENTRY DOOR

2 HINGES

1 ELECTRIFIED HINGE

1 LEVER LOCKSET, CARD READER

1 CLOSER (W/ STOP FUNCTION)

2 SILENCERS

HARDWARE SET 5: CLOSET DOOR

6 HINGES

2 DUMMY LEVERS 

6 SILENCERS

HARDWARE SET 2: OFFICE

3 HINGES

1 LEVER OFFICE LOCKSET 

1 WALL STOP

3 SILENCERS

HARDWARE SET 6: CLOSET DOOR

3 HINGES

1 DUMMY LEVERS 

3 SILENCERS

7
' -

 0
"

3' - 0"

D1

FLUSH PANEL

PAINTED WOOD DOOR

0' - 2"

0
' -

 2
"

0' - 2"

F1

HOLLOW METAL

0' - 2"

0
' -

 2
"

0' - 2"

F2

HOLLOW METAL

7
' -

 0
"

6' - 0"

D2

FLUSH PANEL

PAINTED WOOD DOOR

HOLLOW METAL DOOR

FRAME

HOLLOW METAL 

FRAME ANCHOR 

OR CLIP

DOOR AS SCHEDULED

0
' -

 2
"

0' - 0 1/2"
0' - 0 1/2"

JAMB ANCHORS MIN

3-PER JAMB

METAL STUD FRAMING

CONTINUOUS JOINT

SEALANT, BOTH SIDES

REFER TO WALL TYPES FOR

ASSEMBLY WIDTH

3/4" MIN.

HOLLOW METAL DOOR

FRAME

HOLLOW METAL 

FRAME ANCHOR 

OR CLIP
CONTINUOUS JOINT

SEALANT, BOTH SIDES

DOOR AS SCHEDULED

0
' -

 2
"

0' - 0 1/2"
0' - 0 1/2"

REFER TO WALL TYPES FOR

ASSEMBLY WIDTH

3/4" MIN.

COORD. W/ WALL THICKNESS

REVISIONS 
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DOOR SCHEDULE

 DOOR NO.

DOOR FRAME

ASSEMBLY

FIRE RATING

LABEL REMARKS

SIZE

M
A

TE
R

IA
L

FI
N

IS
H

H
A

R
D

W
A

R
E
 S

E
T

MATERIAL FINISH

DETAILS

WIDTH HEIGHT THICKNESS HEAD JAMB SILL

2C40KK 2' - 6" 6' - 9" 0' - 1 3/4"

410 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

411 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

412 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

413 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

414 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

415 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

416 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

416A 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW3 F1 P2 DH1 DJ2

417 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

418 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

419 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

421 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

421A 5' - 0" 6' - 8" 0' - 1 3/4" D2 P3 HW5 F2 P2 DH1 DJ2

422 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

423 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

424 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

425A 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW4 F1 P2 DH1 DJ2

425B 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

425C 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW4 F1 P2 DH1 DJ2

425D 3' - 0" 6' - 8" 0' - 1 3/4" D1 P3 HW2 F1 P2 DH1 DJ2

426A 2' - 6" 6' - 9" 0' - 1 3/4" (E) P3 HW6 F1 P2 DH1 DJ2

E-400 3' - 0" 6' - 8" 0' - 1 3/4" (E) (E) HW1 (E) (E) (E) (E)

SCALE:    1/2" = 1'-0"1
DOOR TYPES

SCALE:    3" = 1'-0"2
Door Jamb Gyp. BD

SCALE:    3" = 1'-0"3
Door Head Gyp. BD



UP

A. PAINT ALL PRIVATE OFFICE DOORS AND FRAMES IN AREA OF WORK (P2) ON CORRIDOR 

SIDE NLY, U.N.O. 

GENERAL SHEET NOTES

FINISH SCHEDULE LEGEND

WALLS:

B1 WALL BASE: JOHNSONITE; #63 (BURNT UMBER);

4" COVE BASE

B2 WALL BASE: BUILDING STANDARD

CT1  (BATHROOM WALL) PORCELAIN TILE: CERAMIC

PIEMME - PIEMMEGRES. MORE, BIANCO MATTE,

12X24. MOSAIC TILE CO.

ALL FINISHES SHALL BE INSTALLED PER MANUFACTURERS INSTALLATION INSTRUCTIONS.

FLOORING:

C1 BROADLOOM CARPET, SHAW CONTRACT, 

ULTRALOC 5A180, QUINCE 78504

C1 BROADLOOM CARPET, BUILDING STANDARD

CT2  (BATHROOM FLOOR) PORCELAIN TILE: FLORIM,

BASALTINE, 12X24. MOSAIC TILE CO. 

PAINTS/COLORS

P1 WALLS/GYP. BD. BULKHEAD: BENJAMIN MOORE; 

PM-2 (WHITE); REGAL AQUA PEARL

P2 DOORS AND FRAMES: BENJAMIN MOORE; 1599 

(MARINA GRAY); SEMI-GLOSS

P3 ACCENT WALL PAINT: BENJAMIN MOORE; 1624 

(WESTCOTT NAVY); REGAL AQUA PEARL FINISH 

AND SHERWIN WILLIAMS; DRY ERASE COATING; 

6504-27370

CEILINGS

AC1  ACCOUSTICAL CEILING TILE: ARMSTRON, 2X2 X 

15/16" GRID, ULTIMA 2X2 TILE IN WHITE 

MILLWORK

PLAM1 LAMINATE (MILLWORK): WILSONART SOLICOR; 

COLOR: D354-01 (DESIGNER WHITE); HIGH 

GLOSS

PLAM2 LAMINATE (TOE-KICK): WILSONART SOLICOR; 

COLOR: 1595-60 (BLACK); MATTE

PLAM 3 LAMINATE (MILLWORK COUNTERS):TBD

MISC

SS1  SOLID SURFACE COUNTER TOP, tbd

12

13
1415

J

I

H

G

OFFICE

410

OFFICE

412

OFFICE

413

OFFICE

414

OFFICE

415

POLICE

OFFICE

#2

416

OFFICE

417

OFFICE

418

OFFICE

419

RECEPTION

420

COPY

ROOM

421

IT

CLOSET

422

BREAK

ROOM

423

POLICE

OFFICE

424

KIDS

AREA

425A

RR

416A

LOBBY

425

CLOSET

421A

CLOSET

415A

WAITING

401

OFFICE

411

CLOSET

426A

AREA OF

WORK
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ROOM FINISH

ROOM NO. ROOM NAME

FLOOR WALLS CEILING

REMARKSFLOOR BASE PLAN NORTH PLAN SOUTH PLAN WEST PLAN EAST FINISH HEIGHT

400 CORE ELEVATOR
LOBBY

C2 B2 P1 P1 P1 P1 AC1

401 WAITING C1 B1 P1 P1 P1 P1 AC1

410 OFFICE C1 B1 P1 P1 P1 P1 AC1

411 OFFICE C1 B1 P1 P1 P1 P1 AC1

412 OFFICE C1 B1 P1 P1 P1 P1 AC1

413 OFFICE C1 B1 P1 P1 P1 P1 AC1

414 OFFICE C1 B1 P1 P1 P1 P1 AC1

415 OFFICE C1 B1 P1 P1 P1 P1 AC1

415A CLOSET C1 B1 P1 P1 P1 P1 AC1

416 POLICE OFFICE #2 C1 B1 P1 P1 P1 P1 AC1

416A RR CT1 P1 P1 P1 P1 AC1

417 OFFICE C1 B1 P1 P1 P1 P1 AC1

418 OFFICE C1 B1 P1 P1 P1 P1 AC1

419 OFFICE C1 B1 P1 P1 P1 P1 AC1

420 RECEPTION C1 B1 P1 P1 P1 P1 AC1

421 COPY ROOM C1 B1 P1 P1 P1 P1 AC1

421A CLOSET C1 B1 P1 P1 P1 P1 AC1

422 IT CLOSET C1 B1 P1 P1 P1 P1 AC1

423 BREAK ROOM VCT1 B1 P1 P1 P1 P1 AC1

424 POLICE OFFICE C1 B1 P1 P1 P1 P1 AC1

425 LOBBY C1 B1 P1 P1 P1 P1 AC1

425A KIDS AREA C1 B1 P1 P1 P1 P1 AC1

426A CLOSET C1 B1 P1 P1 P1 P1 AC1

SCALE:    1/8" = 1'-0"1
WORKING PLAN - LEVEL 4 -  FINISH PLAN
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OFFICE
410

OFFICE
412

OFFICE
413

OFFICE
414

OFFICE
415

POLICE OFFICE #2
416

OFFICE
417

OFFICE
418

OFFICE
419

RECEPTION
420

COPY
ROOM

421

IT CLOSET
422

POLICE
OFFICE

424

KIDS AREA
425A

BREAK
ROOM

423

LOBBY
425

RR
416A

CLOSET
421A

OFFICE
411

CORRIDOR
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4TH FLOOR
NEW WORK
PLAN

SCALE:    1/4" = 1'-0"1 NEW WORK PLAN - LEVEL 4
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Line

gtassara
Line

gtassara
Callout
MOVE PLAN E, TO NEXT BAY, (E) SPRINKLER HEAD 

gtassara
Ellipse



SUPPLY AIR DIFFUSER DETAIL

SCALE: NOT TO SCALE

6

LINEAR SLOT DIFFUSER DETAIL

SCALE: NOT TO SCALE

5

SCALE: NOT TO SCALE

DUCT HANGER SUPPORT DETAIL

3

CEILING EXHAUST FAN DETAIL

SCALE: NOT TO SCALE

4

CIRCULAR DUCT TAP WITH VOLUME DAMPER DETAIL

SCALE: NOT TO SCALE

2

ROOFTOP UNIT MOUNTING WITH CURB DETAIL

SCALE: NOT TO SCALE

1
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DN
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